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Thermal Properties of MIDEL 7131

The following information details of all the
key thermal parameters for MIDEL 7131
at the temperature ranges relevant to the

majority of transformers.

MIDEL"7131

They have either been measured over the
whole temperature range by external
laboratories or calculated (interpolated or
extrapolated) from the data.

Table 1 - Thermal Properties of MIDEL 7131

Temperature Kinematic Density Expansion Lzl 2zl et

- Vlscozsny kglm? Coefficient Conductivity Capac:ty

mm?%s W/m K J/kg°C
-30 4362 1004 0.00073 0.149 1810
-20 1440 997 0.00074 0.149 1826
-10 572 990 0.00074 0.149 1851
0 233 982 0.00074 0.148 1860
10 121 975 0.00075 0.148 1880
20 74.7 968 0.00075 0.147 1902
30 43 961 0.00076 0.147 1919
40 29.5 953 0.00076 0.146 1945
50 19.5 946 0.00077 0.145 1969
60 13.7 939 0.00077 0.144 1995
70 10.0 932 0.00077 0.142 2020
80 7.7 924 0.00078 0.141 2052
90 6.2 917 0.00078 0.139 2076
100 53 910 0.00079 0.138 2105
110 4.6 903 0.00079 0.136 2121
120 4.2 896 0.00080 0.134 2161

Data quoted above are typical values, may be altered without notice and do not constitute a specification

Any recommendation or suggestion relating to the use, storage, handling or properties of the products supplied by MIDEL & MIVOLT Fluids Ltd. or any of its subsidiaries, either in sales and technical literature or in
response to a specific enquiry or otherwise, is given in good faith but it is for the customer to satisfy itself of the suitability of the product for its own particular purposes and to ensure that the product is used correctly and
safely in accordance with the manufacturer’s written instructions. © MIDEL & MIVOLT Fluids Ltd.



